
VST	  Report	  to	  ADWG	  
	  08/23/12	  

Ben	  Jones	  



•  1.	  Ringing,	  noise	  and	  crosstalk	  
•  2.	  Single	  PE	  CalibraFon	  
•  3.	  Cosmic	  /	  noise	  rate	  measurements	  
•  4.	  Light	  leak	  hunFng	  

AcFviFes	  since	  last	  ADWG	  



Noise	  and	  Crosstalk	  

•  1.	  Standalone	  power	  supply	  tested,	  ringing	  
sFll	  present	  

•  2.	  NoFce	  crosstalk	  between	  channels	  1	  and	  2,	  
which	  seems	  to	  have	  its	  origin	  in	  the	  feed	  
through.	  
– Crosstalk	  signal	  displays	  ringing	  behavior	  –	  maybe	  
related?	  

– Test	  with	  PMT	  in	  a	  dark	  box?	  





Dark	  box	  :	  no	  ringing	  



Single	  PE	  Work 	  	  

•  By	  careful	  tuning,	  able	  to	  generate	  single	  PE	  
pulses	  from	  the	  LED	  

Single	  PE	  from	  LED	  

Noise	  pulses	  



1PE	  CalibraFon	  
•  Size	  of	  1PE	  measured	  (in	  V)	  2	  ways:	  
–  Scope	  only	  :	  Poisson	  shape	  for	  large	  pulse	  
–  Scope	  only	  :	  Single	  PE	  peak	  posiFon	  

•  Then	  a	  known	  pulse	  of	  ~20PE	  prepared	  and	  sent	  
to	  electronics.	  

•  HV	  adjusted	  unFl	  this	  falls	  in	  the	  correct	  ADC	  
channel	  

•  As	  verificaFon,	  #PE	  in	  the	  pulse	  independently	  
confirmed	  using	  poisson	  stats	  from	  the	  recprded	  
pulses	  

•  Cannot	  send	  single	  PE	  to	  readout	  due	  to	  segfault	  
issue	  



PMT	  1	   PMT	  2	  

Note	  	  -‐slightly	  
different	  DC	  
baseline.	  	  A	  
problem?	  



Single	  PE	  Sizes	  (a`er	  tuning)	  
•  PMT1:	  
–  1PE	  Method	  :	  	  	   	   	  1PE	  =	  76	  pVs 	   	  N	  =	  21.4	  
–  Poisson	  Method: 	   	  1PE	  =	  64	  pVs 	   	  N	  =	  18.2	  

•  PMT2:	  
–  1PE	  Method: 	   	   	  1PE	  =	  67	  pVs 	   	  N	  =	  20.1	  
–  Poisson	  Method: 	   	  1PE	  =	  64	  pVs 	   	  N	  =	  21.0	  

•  Gains:	  
–  PMT1	  	  =	  5.9E+6 	   	  PMT2	  =	  5.5E+6	  



HV	  Required:	  

•  PMT1:	  1080V	  
•  PMT2:	  1125V	  





Cosmic	  and	  Noise	  Rates	  



Light	  Leak	  in	  1PE	  Region	  



Light	  Leak	  InvesFgaFon	  


